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NOTE:
PHASES ASSOCIATED BY A DASHED L INE MAY/WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

PHASE 1 WILL LEAD AND PHASE 5 WILL LAG.

TO US 30tMD 5 SPLIT
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ONE HANDHOLE IN BREAK
AREA TO BE REMOVED LOCATED
EO— 2ll FT FEET FROM STOPLINE
AND ONE HANDHOLE TO INSTALL
OCAIED 233 FT FROM STOPLINE
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NEW CONTROL CABLE), SIGNS, AND 20 FT.LIGHTING ARM WITH 250 WATT HPS LUMINAIRE. (NOTE: 1-3 IN. PVC 90 DEGREE BEND)
CONTROL CABLE), SIGNS, AND 20 FT.LIGHTING ARM WITH 250 WATT HPS LUMINAIRE. (NOTE: -3 IN. PVC 80 DEGREE BEND)

ARM WITH 250 WATT HPS LUMINAIRE, (NOTE: 1-3 IN. PVC 90 DEGREE BEND)
USE EXISTING ELECTRICAL HANDHOLE

USE BXISTING ELECTRICAL CONDUIT

USE EXISTING TRAFFIC SIGNAL CABINET

INSTALL ELECTRICAL HANDHOLE

70 FT,
INSTALL SPECIAL 27 FT. STEEL POLE WITH A #5-FF. MAST ARM, FOUNDATION, TRAFFIC SIGNAL HEADS, RELOCATED VIDEQ DETECTION CAMERA (INSTALL  —o—me
INSTALL 27 FT. STEEL POLE WITH A 60 FT.MAST ARM, FOUNDATION, TRAFFIC SIGNAL HEADS, RELOCATED VIDEO DETECTION CAMERA (INSTALL NEW

INSTALL 27 FT. STEEL POLE WITH A 70 FT. MAST ARM, FOUNDATION, TRAFFIC SIGNAL HEADS, VIDEQ DETECTION CAMERA, SIGNS, AND 20 FT. LIGHTING
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SPECIAL NOTE: VERIZON WILL BE VARX32' VARX32" SHA RIGHT-OF-WAY - T \ i
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/® _____ SEE NOTE 15 7
oD D DS s S S =S = == == === T = g _—— = =, = T 70 CLYMER DRIVE
SEE INTERGONNECT PLAN
TWO HANDHOLES IN BREAK AREA TO BE
(N) REMOVED LOCATED 204 FT_AND 30| FT FROM TO WALDORF
' THE STOP LINE AND ONE HANDHOLE TO T —

INSTALL LOCATED 240 FT FROM THE STOPLINE

GENERAL NOTES SHA RIGHT-OF-WAY

1. THE"CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT.

2. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

3. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA STANDARD PLATES FOR TRAFFIC CONTROL.
4. SEE TRAFFIC CONTROL PLAN FOR DETAILS ON MAINTENANCE OF TRAFFIC.

5. _THE SHA
SMZECOG . VIDEO CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
- 7. SEE DETAIL THIS SHEET FOR SIGNAL HEAD, VIDEO DETECTION CAMERA, AND SIGN LAYOUT.
8. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND.

SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
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R TG oAEE o hn MERA 28 f 2 i f g i Y 9. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
K INSTALL oW ARG SN NEAD Ip.SE }4=6 | 7 | g, 175 \ i I a ;g 1 j g g; 10. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
l | , : § / 11. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL
M. INSTALL VIDEO DETEGTION GAMERA (NSTALL GONTROL ChBLE - o0 6 3 < i ; g | SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY -
N. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) ! L é ‘ i PROFILE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN STATE OF MARYLAND
' : QU ! s | i g MD 816.03, MD 818.01, MD 818.02, AND MD 818.04. THE CONTRACTOR SHALL
O. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED PRIOR TO ROAD CONSTRUCTION) i ; ; j 4 VERIEY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL DEPARTMENT OF TRANSPORTATION
P. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) . i , g \ EQUIPMENT | STATE HIGHWAY ADMINISTRATION
Q. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) | -3 . f =' ! A :
) 42. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED WIRING. OFFICE OF TRAFFIC & SAFETY
R. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED PRIOR TO ROAD CONSTRUCTION) B _8' CONSTRUCTION DETAILS (CONT.) 13 THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL REMAINS TRAEFIC ENGINEERING DESIGN DIVISIGN
J- ?q%ﬁgffg\f&%g%%ﬁi”w SIGN —+3 SIGNS AND SUPPORTS 14. THE CONTRACTOR SHALL CONTACT MR.ED RODENHIZER 72 HOURS IN US 301 (CRAIN HIGHWAY) AT
: - Ta ADVANCE OF SIGNAL CONSTRUCTION. |
V. INSTALL NON-INVASIVE MICROLOOP PROBE (SET OF THREE OR FOUR) A e eI o Fa o TR a0 POSTS 15. THE CONTRACTOR SHALL BORE PORTION OF 3 INCH CONDUIT UNDER STORM CHADDS FORD ROADTIMOTHY BRANCH DRIVE
W, EXISTING EQUIPMENT TO BE REMOVED AS PART OF THE ROADWAY EXCAVATION OR ABANDONED : : DRAIN STRUCTURES ON THE WEST SIDE OF US 301.
X. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT. NOTE: REMOVE ALL FOUNDATIONS 14 ﬁgﬁcggga ;O:NE;REEFA?ISEE?\ IE;-TEQ*T'SBNE SEF‘VIL%E%ATZ HG(I:DAT ]
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ABAN T UTILITY POLE FOR USE BY OTHERS. APPROVALS / REVISIONS TRAFFIC SIGNALIZATION PLAN
Y nggﬁﬁg{jgﬁ;@“’“‘? (CAP AT THE UTILITY LEGEND 14 DD. INSTALL METERED SERVICE PEDESTAL (NOTE: 1-2 IN., -3 IN.AND 1-4 IN.PVC 90 DEGREE BENDS)
PAVEMENT MARKINGS (FOR STOPLINE) &  FF. INSTALL 2 INCH SCHEDULE 80 RIGID PVG ELECTRICAL CONDUIT (TRENCHED). USE EXISTING 2 IN. (S
6 G GAS MAIN T PVC 90 DEGREE BEND IN CABINET BASE. TEAM TEADER N ] | ] [ |
W W WATER MAIN |9 XT° 2x 8y oo ~= GG INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)- FOR UNDERGROUND . O ARG SGrAL Fon e ceouicsl DESIGNED BY _FRANK HOECKEL COUNTY PRINCE GEORGE'S
: A POWER SERVICE. THE CONTRACTOR SHALL CAP, MARK, > - . DRAWN BY  FRANK HOECKEL L OGMILE 1503010125
LENHART TRAFFEIC CONSULTING SEWER MAIN AND LEAVE A ONE FOOT STUB WITH PULL STRING AT ASSTT DIV CRIEF X NOVEM Bwe% :
E E ELECTRIC CABLES BASE OF UTILITY POLE FOR USE BY OTHERS. N i | 1 | | CHECKED BY _ JEFF HENKEL T.1.M.S. NO. 1666
TRAFFIC ENGINEERING & TRANSPORTATION PLANNING HH. REWIRE,EXISTING STREET LIGHT (SEE WIRING DIAGRAM GEOMETRIC LEGEND S
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